
RIDGELINE® IRONWOOD® ASPEN®

Unlimited Moisture Vapor 
Barrier Adhesive

95% Moisture Vapor 
Barrier Adhesive

90% Moisture Vapor 
Barrier Adhesive

BENEFITS

• No moisture testing (with sound  	
   control)

• Wet set, early grab, fast-curing    	
   formula

• High-strength, waterproof bond

• Non-staining and easy to clean

• LEED v4 contributing

• Moisture and sound control

• Wet set, early grab, fast-curing       	
   formula

• High-strength, waterproof bond

• Non-staining and easy to clean

• LEED v4 contributing

• Modified urethane (isocyanate  	
   free)

• Wet set, early grab, fast-curing 	
   formula

• High-strength, waterproof bond

• Non-staining and easy to clean

• LEED v4 contributing

PRODUCTS

800 College Drive Dalton, GA 30720 | www.tayloradhesives.com | 800-868-4583

MOISTURE
LIMITS

RH

100%

pH

*NTR
5-14

MVER

NTR*

FLOORING ADHESIVES
SIGNATURE LINE WOOD

RH

95%

pH

*NTR
5-14

MVER

15 lbs

RH

90%

pH

*NTR
5-14

MVER

10 lbs

APPROVED 
FLOORING RIDGELINE® IRONWOOD® ASPEN®

Acrylic 
Impregnated Plank

Bamboo Flooring

Cork-backed 
hard surface

Cork 
flooring

Cork 
underlayment

Dry-back parquet

Engineered and 
solid hardwood

*NTR = No Testing Required 


